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PART 1 GENERAL
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1 REFERENCES
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NOTE: |ssue (date) of references included in
proj ect specifications need not be nore current than

provided by the | atest change (Notice) to this guide
speci fication.

RST-11164 is a Louisville Distrct Arny Reserve
Support Team (RST) gui de specification
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SCOCI ETY FOR TESTI NG MATERI ALS (ASTM
ASTM A36 Specification for Structural Stee

ASTM A123 Specifications for Zinc (Hot-Dip
@Gl vani zed) on Iron and Steel Hardware

ASTM A307 Specification for Carbon Steel Externally
Threaded Standard Fasteners

.2 GENERAL REQUI REMENTS

Manuf acturer shall have a mininmum of five years experience in the
manuf acturer of dock seals and shelters. Installer shall be approved by the
manufacturer in installing products of this section

3 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G'
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for

Archi t ect - Engi neer approval are recomended.
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Governnent approval is required for subnittals with a "G
designation; submittals not having a "G' designation are for
information only. Wen used, a designation following the "G
designation identifies the office that will review the submitta
for the Governnent. The follow ng shall be submitted in
accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Drawi ngs; FIO

Drawi ngs shal |l include el evations, sections and shall show
di mensi ons, details and nethods of nounting or anchoring, shape
and thickness of materials, and details of construction.

SD- 03 Product Data
Dock Seals; FIO

Manuf acturer's descriptive data, catalogs cuts and installation
i nstructions.
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NOTE: Vendor information that forns part of this
gui de specification is permssible to use as long as
the salient features provide for "or equal" product
equi val ents are specified. Submttal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only submittal. |If the Contractor uses
a different "or equal” item then it will be

eval uated against the salient features. Hence, it
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is considered for Governnent Approval (G.
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Accept abl e Manufacturer Products; FIO

Manuf acturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
listed is submtted by the Contractor, that submittal will be
considered For Information Only. Wen an equal to that naned in
this specification is submtted, it shall be for Governnent
Approval (Q. The followi ng manufacturer products are
specifically nentioned in this specification:

Dock seals: Chal fant Door Seals; FIO
11525S Madi son Avenue

Cl evel and, Onio 44102

216-521-7922.

Dock Seals: SERCO FIO
1612 Hutton, Suite 140
Carrol ton, Texas 75006
972. 466. 0707

WWW. Ser coconpany. com

Dock Seal s: Fairborn USA Inc.; FIO
205 Broadvi ew Street
Upper Sandusky, ©Chio 43351
800- 262- 1188
www. f ai rbor nusa. com
Dock Seal Manuf. Product submitted as an "or equal"; G[__].
PART 2 PRODUCTS
2.1 MATERI ALS
2.1.1 Dock Shelters:
Provide tight w per seal shelter against sides, top and bottomof trucks to
al | ow conpl ete access to truck body. Shelter shall be angled for declined
dock ranp.
2.1.2 Fram ng:

Factory pai nted wood nenbers, conplete with translucent fiberglass top and
si de panels, bottom pads and hardware.

2.1.3 Cover Material:
45 0z. neoprene-coated nylon cover with built-in stays; black both sides.
Bott om of each side flap shall include buffer strip of nylon fabric coated

on both sides with neoprene. Buffer strips shall each have a 88.9mm si de
yel  ow vi nyl coated nyl on guide stripe.
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2.1.4 Head Curtai ns:
Head curtain shall include on both sides overlapping arnor-pleats of nylon
fabric coated on both sides with neoprene. Curtain shall have built-in
st ays.

2.1.5 Angl es:

Anodi zed extruded al um num protective angles on front edges of the frames
conplete with al um num bolts.

2.1.6 Protective Steel Channel Bunpers:
ASTM A 36 steel, hot dip gal vanized. (ASTM A 123)
2.2 FABRI CATI ON

Fabricate steel channel bunpers of 152.4nmm channel s and 6.35nm pl ate per
manuf acturer's standards. Bunpers shall be gal vani zed after fabrication

PART 3 EXECUTI ON
3.1 I NSPECTI ON

I nspect areas and conditions under which work is to be installed. Do not
proceed with the work until unsatisfactory conditions have been corrected.

3.2 | NSTALLATI ON
Install dock shelters and steel bunpers in accordance with nmanufacturer's
instructions. Provide all accessories necessary to conplete the

instal | ati on.

Install dock shelters plunb, level and in alignnent. Caulk all joints of
the translucent fiberglass panels.

---End of Section---
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